
To: 
From: 

Pemberton, Scott[Pemberton.Scott@epa.gov]; Juett, Lynn[Juett.Lynn@epa.gov] 
McCoy, Erin 

Sent: 
Subject: 

Tue 11/8/2016 9:09:28 PM 
FW: DICO Site 

From: Jackson, Hylton [DNR] [mailto:Hylton.Jackson@dnr.iowa.gov] 
Sent: Tuesday, November 08, 2016 1:02PM 
To: 'Kinsey, Katie' <kinsey@dmww.com> 
Cc: Davidson, Arnie [DNR] <Amie.Davidson@dnr.iowa.gov>; McCoy, Erin 
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<McCoy .Erin@epa.gov> 
Subject: RE: DICO Site 
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To: Jackson, Hylton [DNR] 
Subject: DICO Site 

Hylton, 

DMWW has some nitrate waste that needs to travel from the Fleur Drive Water Treatment Plant north and 
east across the Raccoon River to a sanitary sewer that will eventually get to the WRA. A proposed 
alignment for this waste line goes through the DCE plume for the DICO site located just east of the Fleur 
Drive Water Treatment Plant. I am curious what restrictions DMWW has when designing or installing this 
line. I have attached the Fifth Five Year Review Report to this email. I have extracted plume maps from 
this report as the second attachment. On the first page of the second attachment, I have roughly drawn 
in the proposed alignment of this waste line in blue. 

This waste line will be 12" in diameter and will be constructed using open cut methods, except when it will 
be installed under the Raccoon River. I am proposing to directionally drill the waste line under the River. 
Through the plume, I anticipate the waste line will be approximately 5 to 10 feet deep. It may be deeper 
under the banks of the River. Can you please help me learn what restrictions DMWW has for this line? I 
am curious about what materials I can use and also, what are we required to do with the soils that are 
disturbed because of the open cut methods. 

Thank you, 

KATIE P.E. 1 Professional Engineer 

Des Moines Water Works 1 

2201 George Flagg Parkway 1 Des Moines, Iowa 50321 

Please consider the environment before printing this e-mail. 
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